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In this study, seismic response analysis is conducted by the three-dimensional model considering the aseismic element
for the traditional wooden house by Naganoken Northern Earthquake.It is consideredthe characteristicsof traditional
joint, earth wall and horizontal diaphragm stiffness, etc.It aims at acquiring the validity of damage presumption of the
tradition wooden house in this earthquake from this analytical result.













































































    	
 






































































































































 T. Nakagawa, M. Ohta,Et. al.: Collapsing process simulations of timber structures under dynamic loading III: Numerical 
simulations of the real size wooden houses, Journal of Wood Science, Vol.56, No.4, pp.284-292, 2010.
3´Ù ¡;!~"
=TAf&K}[õö÷Q÷dra#ê
Q1
÷ivr),Ý58EJ=i"­­'($qÐ%	, CD-ROM, 2008.
&º!'(;)
*T>iQ®
Q,J?@"­>?+,Ý151,,pp.15-20,1988.
-=TAf?`Q¸¹YÑú.	/0­
RS=Ta1«=T¸¹YÑú, 2004.
23<4o5AB6?@78C9:
=TABQ;a]ÌÍz
<=Ý7>,
?J?@, 2006.
@J?@"­
=T¸¹®¥ýA,BC, 2002.
DSK-net:µ¶ÍèEkHZ·6, http://www.sknet.eri.u-tokyo.ac.jp/,
6
－122－
